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Key Specifications:  

Performance 

Light Source 650nm laser (safety visible light) 
Operating Channel 433MHz|SM 

Communication Distance 200-300 meters indoor or 300-500meters outdoor 

Supported Symbologies
  

UPC-A, UPC-E, EAN-13, EAN-ISBN/ISSN, Code 39, Code 39 
Full ASCII, Code 39 TriOptic, Code 128, Coda bar,Interleaved 2 
5, Discrate 2 or 5, Code 93, MSI, Code 11, GS1 Data Bar 
(formerly RSS) variants and All 1D Standard 

Precision  3 mil (0.076mm) 

Depth of Scan Field 10-800 mm 

Interface RS232, PS2 Keyboard, USB 

Operation Manual/ Automatic 

Decode Speed 200 times/second 

Decode Error Rate Less than 1/ 8 million 

Print Contrast Signal 30° 

Scan Angel Yaw(Skew) 45°  Pitch 60° 

Safety 
Full quakeproof, waterproof, dustproof, antiknock-design 
and EMI Shielding 

Warranty 
One year total free and one year additional free 
workmanship 

 

ติดตอผูนำเขาและตัวแทนจำหนายอยางเปนทางการ
นิปโป เทค (ไทยแลนด) จำกัด
74/110 ซอยรามคำแหง180 แขวงมีนบุรี เขตมีนบุรี กรุงเทพ 10510 โทร.02-518-1314-5  แฟกซ.02-518-1316 ,www.nippopos.com

สะดวก ไรสาย ใชงานไดทุกพื้นที่
• ทำงานไดแมในระยะไกล 200 เมตรสำหรับพื้นที่ปด 300 เมตรสำหรับพื้นที่เปด
• โครงสรางการเชื่อมตอเคลือขายสัญญาณจำนวนมาก
• แมนยำดวยการตรวจสอบรหัสซ้ำ
• ใชงานแบตเตอรี่ไดนานถึง 6-10 ชั่วโมง และฟงกชั่นการชารจเมื่อไมไดใชงาน
• ปลอดภัยดวยโครงสราง กันน้ำ, กันฝุน,กันกระแทก และสามารถถอดแบตเตอรี่เปลี่ยนได


